POWER SUPPLY SYSTEMS DEHNshield®

COMBINED SPDS TYPE 1 DSH TNC 255 |22
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Dimension drawing DSH TNC 255 Basic circuit diagram DSH TNC 255 Prewired sparie-gap-based combinad lightning

currant and surge arrastar
DSH TNC 255 Prewired combined lightning current and surge arrester for TN-C systems; fulfils

the requirements of class of LFS I + [V Discharge capacity up to 56 kA (16/950 k)
Fulfis the raquiramants of class of LPS Il + ¥
Protsction of tarminal davicas

No tripping of 32 A gLfgG fusas up to short-

clreult currents of 10 ki

Oparating state/fault Indication by Indkator
flag In tha Inspaction window

SPD accarding to EM 61643-11 7 ... IEC 61543-1 Type 1 /Class |

Max. continuous oparating a.c. voltage [U. Z55 Y

Spacitic anangy [L1-+.24+L8-PEN] [W/R] 352 kliohrms

Spacifk enargy [L-PEN] [WIK] 38 kifohms

Voltage protection laval [ < 1.5k

Follow curnant limitationsSs lctivity no fripping ofa 32 A gliG fuse up to 10 kA (prosp.)

Max. malns-skia overcument protaction 1680 AgligG

TOV charectaristics withstand
Opamting stwta/fault Indication green / red
Cross-sactional area (L1, L2, L3, PEN) [max] 1,5 mm? solidflexible

For mounting on 35 mm DIN rail acc. to EN 80715
Placa of Installation indoor

Mounting diransions 4 mod., DIN 43880
©Onrdaring Information

Typa DSH TNC 255

Part No. 541 300

Packing unit 1pc

Wife reserve the right to modify design, technology, dimereio re, weights and materials according to technical progress. llustratiore are norebinding. Pictures may differ from the modules described .
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Dimension drawing DSH TT 255 Basic circuit diagram DSH TT 255 Prewirad spark-gap-based combinad lightning
currant Il'lg: urge arrastar
DSH TT 255: Prewired combined lightning current and surge arrester for TT systems; fulfils the
requirements of class of LFSIII + |V Discharge capacity up te 56 kA (10/950 |x)

Fulfis the raquiremants of class of LPS Il + ¥
Protsction of tarminal davicas

No tripping of 32 A gLfgG fusas up to short-

clreult currents of 10 ki

Oparating stata/fault Indication by Indkator
flag In tha Inspaction window

DSH TT 255

SPD according to EN §1643-11/ ... IEC 616431 Type 1/ Class |

Max. continuous oparating a.c. vwltage [ 255 Y

Spucific anargy [L1-+H2+H8+N-PE] [W/R] 825 kliohms

Spacific anargy [L-NI/IN-PE] [W/R] 35 kliohms # 625 kl/ohms

Voltage protection laval [L-NJ/[N-PE] [V =15 kv /s 15k

Follow currant limitation/Sa lctivity no tripping ofa 32 AgliG fuse up to 10 kA (prosp.)

rms

Max. mains-siia overcumant protaction 180 Aglga

Temporary avarvaltage (TOV) [N-PE] 1200 % /200 ms

Opamting tamparature mnge [T, -40°C. +80°C

Number of ports 1

Cross-sectional anea (L1, L2, LS, H, PE. =] [max] 35 mm? stranded/25 mm? flexible

Enclosure material thermoplastic, red, UL 84 V-0

Degras of protection IP 20
©Ordaring Information : :
Typa DSHTT 255
Part No. 341310
Packing unit 1RC
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